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SEPR Saint-Gobain ZirPro
B.P. 60025 - 84131 Le Pontet Cedex
France

Tel.: +33 (0)4 90 32 70 71
Fax: +33 (0)4 90 32 70 61
e-mail: zirpro@saint-gobain.com

http://www.zirpro.com

Le
s 

in
fo

rm
at

io
ns

, o
bj

et
 d

e 
ce

tt
e 

fic
he

 p
ro

du
it,

 s
on

t 
do

nn
ée

s 
à 

tit
re

 in
di

ca
tif

 e
t 

n’
on

t 
au

cu
ne

 v
al

eu
r 

co
nt

ra
ct

ue
lle

. /
 T

he
 c

on
te

nt
s 

of
 t

hi
s 

da
ta

 s
he

et
 a

re
 g

iv
en

 in
 g

oo
d 

fa
ith

 b
ut

 w
ith

ou
t 

w
ar

ra
nt

y.

T E C H N I C A L  D ATA  S H E E T
Minerax

Saint-Gobain ZirPro is the expert in zirconia-
based materials for industrial applications. 
From our global network of manufacturing, 
commercial and research facilities, we serve 
leading customers through long-term and 
trust-based relationships.

TYPICAL CHEMICAL ANALYSIS 

AVAILABLE SIZES 

PHYSICAL PROPERTIES

Specific gravity  3.9 g/cm3

Bulk density 2.4 kg/l
Vickers Hardness  1150 HV1

PACKAGING

1 ton big-bag

   Al2O3 75 %
   Others (ZrO2, SiO2, ...) 25 %

 

CRYSTAL STRUCTURE  Corundum main phase 

3.0 - 4.0 mm
4.0 - 5.0 mm
5.0 - 6.0 mm

MAIN MICROGRINDING 
APPLICATIONS
• Minerals
• Ceramics
• Ores

• Durable and cost effective ceramic beads.
• Large sizes available.


